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153 [ Epoxy ] 25 559 ] O [1530]1176]1156 ] 194.0] 47.3] 180.0 | 40.5[291.0 [247.0 [291.0 | 7400 ]| 8300 | 8.0 | 82.0] Sintered | Flip+Flop | Structurn JYES ] QUAD AXIAL 760 ] UV-Lacquer-MATT | Carbon Rod Tip-to-Tail | Light Weight Poplar Tip-To-Tail [Directional| ABS 8,5mm_|
WG Signature | 158 | Epoxy |25 | 550 | 0 | 1590 1205 1185 | 205.0 | 52.9 | 200.0 | 50.3 | 296.0 | 252.0 | 296.0 | 7700 | 8600 | 9.0 |8%:0] Sintered | Flip+Flop | Structurn | VES | | QUAD AXIAL 760 | UV-Lacquer-MATT | Carbon Rod Tip-to- Light Weight Poplar Tip-To-Tail
162 | Epoxy | 25 | 550 | 0 | 1620] 1240 1200] 220.0 | 53.6 | 200.0 | 45.6 | 301.1 | 254.0 | 298.1 | 8000 | 8900 | 10.0 | 80:0] Sintered | Fiip+Fiop | Structurn | YES | | QUAD AXIAL 760 | UV-Lacquer-MATT_| Carbon Rod Tip-to-Tail | Light Weight Poplar Tip-To-Tail ABS 8,5mm
| WG Rocker 153 15301176 [ 1156 | 194.0 ] 47.3 ] 180.0 | 40.5 [291.0 [ 247.0 [ 291.0 | 7400 | 8300 [-6.0 | 80.0] Sintered | Flip+Flop T Structurn JYES | [ QUAD AXIAL 760 [ UV-Lacquer-MATT | Carbon Rod Tip-to- Light Weight Poplar Tip-To-Tail |Directional| ABS 8,5mm

1590]1205] 1185 | 205.0 | 52.9 | 200.0 | 50.3 | 296.0 | 252.0 | 296.0 | 7700 | 8600

Sintered | Flip+Flop |

Structurn [ Y|

[ OUAD AXIAL 760

] UV-Lacquer-MATT | Carbon Rod Tip-to-Tail

Specifications 09-10

Side 1 of 1

Light Weight Poplar Tip-To-Tail ABS 8,5mm

Whitegold Catalog Specs 09-10.xls



